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24 CFR Ch. XX (4–1–10 Edition) § 3285.804 

NOTE: Specific designs must be approved by 
a DAPIA and included in the home manufac-
turer installation instructions. 

§ 3285.804 Bottom board repair. 

(a) The bottom board covering must 
be inspected for any loosening or areas 
that might have been damaged or torn 
during installation or transportation. 
Any missing insulation is to be re-
placed prior to closure and repair of 
the bottom board. 

(b) Any splits or tears in the bottom 
board must be resealed with tape or 
patches in accordance with methods 
provided in the manufacturers installa-
tion instructions. 

(c) Plumbing P-traps must be 
checked to be sure they are well-insu-
lated and covered. 

(d) All edges of repaired areas must 
be taped or otherwise sealed. 

Subpart J—Optional Information 
for Manufacturer’s Installation 
Instructions 

§ 3285.901 General. 
The planning and permitting proc-

esses, as well as utility connection, ac-
cess, and other requirements, are out-
side of HUD’s authority and may be 
governed by LAHJs. These Model In-
stallation Standards do not attempt to 
comprehensively address such require-
ments. However, HUD recommends 
that the manufacturer’s installation 
instructions include the information 
and advisories in this Subpart J, in 
order to protect the manufactured 
home, as constructed in accordance 
with the MHCSS. 

§ 3285.902 Moving manufactured home 
to location. 

It is recommended that the installa-
tion instructions indicate that the 
LAHJ be informed before moving the 
manufactured home to the site. It is 
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